
Integrated cooling inside the power ampliĻer

 Most compact design and modular build-up

 Enhanced adaptive pre-correction

 ETI/ASI/IP seamless switching

 Quality monitoring of MER and shoulder attenuation

 Simple installation, sevice and maintenance

 Doherty technology optional
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Discover the Medium Power 
Transmitter

PLISCH’s  Medium Power Series expands our low power 
range. A very reasonable transmitter design with optional 
ducted air outlet. The power ampliĻers are cooled by 
integrated redundant blowers.

ConĻgurations

Single Drive

Dual Drive 

Passive Reserve

n+1 reserve (n up to 8)

Active Reserve with 3dB release

Customer speciĻed reserve systems are available on 
request
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Series 4600 UHF Band IV/V
Series 4700 VHF Band III

Medium Power Transmitter

Key Features
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   DVB-T/T2 DAB + ATSC 3.0  ISDB-Tb



V02.00© 2017 All rights reserved.

PLIScH GmBH  I  GrOsser StellWeg 13  I  68519 VierNheim  I  GermaNY  I  phONe: +49 6204 707- 0  I  Web: WWW.plisch.de

SpeciĻcations

Series 4600 UHF Band IV/V
Power*  

Modulation DVB-T2 ISDB-Tb ATSC 3.0 ATSC

Type T2V SBT ATC ATC

4601 300 W 360 W

4602 600 W 720 W

4603 900 W 1100 W

4604 1200 W 1450 W

4605 1500 W 1800 W

4606 1750 W 2100 W

Series 4700 VHF Band III
Power*  

Modulation DVB-T2 ISDB-Tb ATSC 3.0 DAB ATSC

Type T2V SBT ATC TDA ATC

4701 350 W 420 W

4702 700 W 840 W

4703 1000 W 1200 W

4704 1300 W 1600 W

4705 1600 W 1950 W

4706 1800 W 2200 W

DVB-T/T2 SpeciĻcations
Frequency Range VHF Band III (174 MHz to 230 MHz) 

UHF Band IV/V (470 MHz to 862 MHz)

Shoulder Distance > 37 dB without mask Ļlter

Coding DVB-T:	 2K, 4K, 8K 
DVB-T2:	 1k, 2k, 4k, 8k, 16K, 32K 

Modulation DVB-T:	 QPSK, 16QAM, 64QAM 
DVB-T2:	 QPSK, 16QAM, 64QAM, 256QAM

Guard interval DVB-T:	 1/32, 1/16, 1/8, 1/4 
DVB-T2:	 1/128, 1/32, 1/16, 19/256,  
                   1/8, 19/128, 1/4

FEC DVB-T:	 1/2, 2/3, 3/4, 5/6, 7/8 
DVB-T2:	 1/2, 3/5, 2/3, 3/4, 4/5, 5/6

DVB-H features in depth interleaving, timeslicing MPE-FEC

Inputs 2 x ASI-TS, 75 Ĕ seamless switching 
2 x IP stream input (option) seamless switching

ISDB-T/TB  SpeciĻcations
Frequency Range VHF Band III (174 MHz to 230 MHz) 

UHF Band IV/V (470 MHz to 862 MHz)

Shoulder Distance > 37 dB without mask Ļlter

Modulation hierarchical up to 3 layers 
QPSK, 16QAM, 64QAM, DQPSK

Channel bandwidth 6 MHz

MER > 34 dB

Inputs 2 x ASI-TS, 75 Ĕ seamless switching 
2 x IP stream input (option) seamless switching

DAB/DMB SpeciĻcations
Frequency Range VHF Band III (174 MHz to 230 MHz)

Shoulder Distance > 38 dB without mask Ļlter

Coding D-QPSK 

DAB Modes I, II, III, IV

Bandwidth 1.536 MHz

Inputs 2 x DAB-ETI, 75 Ĕ seamless switching 
2 x IP (EDI), optional

ATSC SpeciĻcations
Frequency Range VHF Band III (174 MHz to 230 MHz) 

UHF Band IV/V (470 MHz to 862 MHz)

Shoulder Distance > 37 dB without mask Ļlter

Supported Modes A53, A153

Inputs 2 x ASI-TS, 75 Ĕ seamless switching 
2 x IP stream input (option) seamless switching

ATSC 3.0 SpeciĻcations
Frequency Range VHF Band III (174 MHz to 230 MHz) 

UHF Band IV/V (470 MHz to 862 MHz)

Multiple PLP 64 PLP

PLP modulation QPSK, 16QAM, 64QAM, 256QAM, 1024QAM, 
4096QAM

PLP LDPC code rate 2/15, 3/15, 4/15, 5/15, 6/15, 7/15, 8/15, 9/15, 
10/15, 11/15, 12/15, 13/15

FFT size 8k, 16k, 32k

Guard Intervall (sam-
ples)

192, 384, 512, 768, 1024, 1536, 2048, 2432, 
3072, 3648, 4096, 4864

Pilot pattern SP3_2, SP3_4. SP4_2, SP4_4, SP6_2, SP6_4, 
SP8_2, SP8_4, SP12_2, SP12_4, SP16_2, SP16_
4, SP24_2, SP32_2, SP32_4

Signalling FEC type Modes 1 to 7 for L1-Basic and L1-Detail

General SpeciĻcations
Network Type MFN, SFN

Frequency stability < ± 3 x 10-8/year

Output power stability < ± 0.1 dB

Mains supply 110 V / 230 V, ± 15%

Mains frequency 50 Hz, 60 Hz ± 2%

System ambient  
temperature

+ 5 °C to + 45 °C  
(- 5 °C to + 45 °C with mixing chamber)

System storage  
temperature

- 10 to + 50 °C

Maximum air humidity 95%, non-condensing

Maximum sea level 2,000 m (3,500 m on request)

Integrated GPS receiver optional

Dimension (WxHxD) in 
mm

600 x 1600 x 800


